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Features & Benefits
 • Quick release front door with inset acrylic panel 

can be hinged left or right
 • Fully removable vented side panels fitted with 

latch located on inside
 • Fitted with 1 set of fully adjustable 19” profiles 

at front
 • Removable gland plate for cable access in the 

top & bottom

 • Cabinet supplied powder coated grey as 
standard or black optional

 • Conforms to the following standards:
 • IEC 297-2
 • DIN 41494-7
 • DIN 41491-1
 • BS 5850/3192

RSP WALL BOXES
REMOVABLE SIDE PANEL WALL BOXES

PRODUCT OVERVIEW



Specifications
6U x 400
Width: 602mm
Height: 353mm
Depth: 402mm

6U x 500
Width: 602mm
Height: 353mm
Depth: 502mm

6U x 600
Width: 602mm
Height: 353mm
Depth: 602mm

6U x 700
Width: 602mm
Height: 353mm
Depth: 702mm

9U x 400
Width: 602mm
Height: 487mm
Depth: 402mm

9U x 500
Width: 602mm
Height: 487mm
Depth: 502mm

9U x 600
Width: 602mm
Height: 487mm
Depth: 602mm

9U x 700
Width: 602mm
Height: 487mm
Depth: 702mm

12U x 400
Width: 602mm
Height: 620mm
Depth: 402mm

12U x 500
Width: 602mm
Height: 620mm
Depth: 502mm

12U x 600
Width: 602mm
Height: 620mm
Depth: 602mm

12U x 700
Width: 602mm
Height: 620mm
Depth: 702mm

15U x 400
Width: 602mm
Height: 753mm
Depth: 402mm

15U x 500
Width: 602mm
Height: 753mm
Depth: 502mm

15U x 600
Width: 602mm
Height: 753mm
Depth: 602mm

15U x 700
Width: 602mm
Height: 753mm
Depth: 702mm

18U x 400
Width: 602mm
Height: 887mm
Depth: 402mm

18U x 500
Width: 602mm
Height: 887mm
Depth: 502mm

18U x 600
Width: 602mm
Height: 887mm
Depth: 602mm

18U x 700
Width: 602mm
Height: 887mm
Depth: 702mm

21U x 400
Width: 602mm
Height: 1020mm
Depth: 402mm

21U x 500
Width: 602mm
Height: 1020mm
Depth: 502mm

21U x 600
Width: 602mm
Height: 1020mm
Depth: 602mm

21U x 700
Width: 602mm
Height: 1020mm
Depth: 702mm



Accessories

Modem shelves

1U/190

19” Power Distribution Unit

Earthing kit Cage nut kit

2U/4002U/3001U/300

19” Fan chassis

19” 2 way 19” 3 way

19” 4 way 19” 6 way
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