
Locking IEC C13 / C19Connectors & Outlets

IEC Lock C13 Lockable Connector

The accidental disconnection of IT equipment in rack environments is one of the hazards 
faced in high density server racks.  The results can lead to lost data and expensive downtime.  
IEC Lock offer lockable connectors and outlets that prevent this disconnection.

IEC Lock connectors have a patented design where the IEC connector can only be removed 
once the locking tab has been released.

IEC Lock+ C13 Lockable Connector

•• IEC Lock C13 lockable connectors are available      
on cable assemblies to UK plug, European  
Schuko plug, IEC C14 or stripped ends.

•• Cable lengths start from 300mm upwards.
•• Cables available in five colours (Black, Orange, 

Blue, Red & White).
•• Cable size - 3 x 1.00mm² H05 V V-F, 3 x 16,     

3 x 18awg SVT / SJT.
•• Complies to test standard IEC/EN 60320-1.

•• IEC Lock+ C13 lockable connectors are available          
on cable assemblies to UK plug, European  
Schuko plug, IEC C14 or stripped ends.

•• IEC Lock+ connectors feature an extended lock 
release mechanism for easier removal.

•• Cable lengths start from 300mm upwards.
•• Cables available in five colours (Black, Orange, 

Blue, Red & White).
•• Cable size - 3 x 0.75 / 1.00mm² H05 V V-F,       

3 x 18 / 16awg SVT / SJT.
•• Complies to test standard IEC/EN 60320-1.
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IEC Lock C19 Lockable Connector

IEC Lock C13 Lockable Outlet

IEC Lock C19 Lockable Outlet

•• IEC Lock C19 lockable connectors are available      
on cable assemblies to UK plug, European  
Schuko plug, IEC C14 or stripped ends.

•• Cable lengths start from 300mm upwards.
•• Cables available in five colours (Black, Orange, 

Blue, Red & White).
•• Cable size - 3 x 1.00mm² H05 V V-F, 3 x 16,     

3 x 18awg SVT / SJT.
•• Complies to test standard IEC/EN 60320-1.

•• IEC Lock lockable C13 outlets have a snap-in 
mounting from the front and are solder terminal 
or quick connect from single terminal.

•• The integral plug retention feature prevents 
plugs from being accidentally removed.

•• Outlets are rated to 10A/250VAC with 10MΩ 
(500VDC, 1 Min.) insulation resistance and 
a dielectric strength of 2KV (50Hz 1 Min) to         
accessible surfaces.

•• Complies to test standards:
•• IEC/EN 60320-2-2/FUL498.
•• CSA C22.2 No 182.3-M1987.

•• IEC Lock lockable C19 outlets have a snap-in 
mounting from the front and are solder terminal 
or quick connect from single terminal.

•• The integral plug retention feature prevents 
plugs from being accidentally removed.

•• Outlets are rated to 16A/250VAC with 10MΩ 
(500VDC, 1 Min.) insulation resistance and 
a dielectric strength of 2KV (50Hz 1 Min) to         
accessible surfaces.

•• Complies to test standards:
•• IEC/EN 60320-2-2/FUL498.
•• CSA C22.2 No 182.3-M1987.
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