
Cost Effective & Flexible Aisle Containment Solution

Thermal Curtain Aisle Containment

Vertical thermal partitions or curtains, are 
designed as a cost effective answer to all 
types of containment requirements.  

The curtains are manufactured from a flexible PVC 
material, and have anti-static and self extinguishing 
properties in accordance with DIN 53382.

This aisle containment solution can be rapidly                       
deployed and increased in size without the 
requirement of bespoke mounting brackets.
Thermal curtains can be deployed above and around 
enclosures within the data centre environment and 
with a range of curtain accessories can be presented 
in a non-intrusive and aesthetically pleasing manner.

The thermal curtain solution is supplied with a quick 
release, heavy duty track system which has been 
designed to increase the life of an installation in 
high traffic areas.  The track can be supplied with or 
without a track cover and can be amended to length 
on site to accommodate difficult applications.

Key Features
1. Vendor neutral applications.
2. Provides hot and cold air separation      

allowing CRAC unit to be optimised 
and adjusted.

3. 30-40% energy savings if used in      
conjunction with manual changes 
to air supply.

4. Rapid installation and scalable         
solution.

5. Heavy duty track mounting system.
6. Zero downtime required during        

installation.
7. Perfect for test facilities.
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Creating The Optimum Seal?
Thermal curtains are perfectly suited for overhead 
enclosure containment in hot and cold aisle applications.  
Configured to suit any height and used in conjunction 
with the quick release clamp system they provide the 
best level of seal with the flexibility to pass through the 
curtain for infrastructure and power cabling.

This system uses the quick release thumb screw locking 
system seen on our conventional aisle containment roof 
solution.

Clear Flexible PVC
PVC is a thermoplastic polymer and has an ambient 
working temperature range of -15°C to +50°C.  Flexible 
PVC is supplied as a transparent colour, with a slight 
blue tint.  Flexible PVC is a very universal material.

Technical Specifications

Description Test Method Units

Performance Test Method BS2782

Relative Density DIN 53 479 1.22g/cm³

Softness A Hardness DIN 53 505 77

Brittle Point DIN 53 372 Approx. -35°C

Falling Ball Test Internal Test No Break

Flexibility DIN 51 949 No Break

Water Absorption DIN 53 472 17Mg

Tensile Strength DIN 53 455 17Mpa

Tensile Stress DIN 53 455 300%

Rupture Resistance DIN 53 515 >5N/mm

Reaction to Fire DIN 53 382 Self-extinguishing

Flammability Based US MV SS 302 Inflammable

Airborne Insulation DIN 52 210 30dB

Light Transmission >80%

General Characteristics

1. Flexible PVC has excellent oil, grease and fuel resistance.
2. Very durable.
3. Good for inhibiting airflow and increasing energy conservation.
4. Good strength to weight ratio, good durability.
5. Good fire retardant properties.
6. Good electrical insulation properties.
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