
Category 6 Patch Panels

The Category 6 angled keystone panel is the perfect 
solution when rack space is at an absolute premium. 
Angling the patch panel allows the patch cables to 
flow into the vertical cable management channels in an 
organised fashion, eliminating the need for horizontal 
cable management. This provides a higher density 
connectivity fill into racks and cabinets.

The range of Category 6 keystone panels are based on 
the standard HPW keystone opening making it a “snap” 
to customise multimedia applications. The keystone 
feature also provides a field-configurable option with any 
combination of XCELERATOR™ jacks, fibre optic keystone 
adapters, and Audio/Video connectors.

Additionally, the keystone panels’ rolled edge construction 
provides superior rigidity during connector termination and 
supports bundles of multimedia/Category 6/6A cable with 
its optional rear cable management.

These keystone panels are very useful where 
add-as-you-go flexibility, changeability, mixed 
performance, and colour-coding is desired. The flexibility 
in category system performance and XCELERATOR™ 
colour options provide the ability to configure for any size 
installation and add jacks as the network expands.

Part Numbers

Compatible with HPW AV Keystone Connectors

Features & Benefits

Features
 ● Angled panels free up valuable rack space by 
eliminating the need for cable management.
 ● Rolled edge construction provides superior 
strength.
 ● Rear-loading HPW keystone feature, simplifies 
installation, allowing for MACs and provides 
migration path.
 ● Create customised multimedia configurations 

with HPW AV Connectors.

Specifications
 ● Material: 16 ga. cold rolled steel.
 ● Compatible with Hubbell Labeling Solution.
 ● Compatible with all HPW keystone A/V 
connectors.
 ● Compatible with all XCELERATOR™ jacks.

Standards / Listings / Verifications 
 ● Complies with EIA-310-D rack mount standard.

HPJ24A - 1U 24 Port Unloaded Angled Panel - Black
NSPJ24 - 1U 24 Port Unloaded Flat Panel - Black
NSPJ48 - 2U 48 Port Unloaded Flat Panel - Black

Standard HPW 
rolled edge 
construction.

Angle allows cable 
to flow into cable 
channels.

Centre position 
labelling

Ideal solution where rack space is at an absolute premium, add-as-you-go 
flexibility, mixed jack performance, and colour-coding are desired.
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Hubbell NEXTSPEED® XCELERATOR™ Category 
6 modular jacks deliver unmatched component 
performance.  Available in Black and White with 
other colours available to special order they enable 
colour coding to be added to the patch panel 
frames. During the installation process, combining 
these jacks with the Hubbell 1-PUNCH tool 
reduces termination time by 75%!
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